






Regionally-Calibrated Screening Index Threshold for Incising/Braiding 
For transitional bed channels (d50 between 16 and 128 mm) or labile beds (channel not incised 
past critical bank height), use Form 3 Figure 3 to determine Screening Index Score and complete 
Form 3 Table 1. 

Form 3 Figure 4. Probability of incising/braiding based on logistic regression of Screening Index 
and d50 to be used in conjunction with Form 3 Table 1.  

Form 3 Table 1.  Values for Screening Index Threshold (probability of incising/braiding) to be used 
in conjunction with Form 3 Figure 4 (above) to complete Form 3 Overall Vertical Rating for 
Intermediate/Transitional Bed (below)..  Screening Index Score: A = <50% probability of incision 
for current Q10, valley slope, and d50; B = Hardpan/d50 indeterminate; and C = >50% probability of 
incising/braiding for current Q10, valley slope, and d50. 

d50 (mm) 
From Form 2 

Sv*Q10
0.5 (m1.5/s0.5) 

From Form 1 

Sv*Q10
0.5 (m1.5/s0.5) 

50% risk of incising/braiding  
from table in Form 3 Figure 3 above 

Screening Index Score 
(A, B, C) 

Overall Vertical Rating for Intermediate/Transitional Bed 
Calculate the overall Vertical Rating for Transitional Bed channels using the formula below.  
Numeric values for responses to Form 3 Checklists and Table 1 as follows: A = 3, B = 6, C = 9. 

Vertical Susceptibility based on Vertical Rating: <4.5 = LOW; 4.5 to 7 = MEDIUM; and >7 = HIGH. 
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FORM 4: LATERAL SUSCEPTIBILTY FIELD SHEET 
Lateral Screening Forms 

Circle appropriate nodes/pathway for proposed site  
OR use sequence of questions provided in Form 5. 
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FORM 6: PROBABILITY OF MASS WASTING BANK FAILURE 
If mass wasting is not currently extensive and the banks are moderately- to well-consolidated, measure 
bank height and angle at several locations (i.e., at least three locations that capture the range of 
conditions present in the study reach) to estimate representative values for the reach.  Use Form 6 Figure 
1 below to determine if risk of bank failure is >10% and complete Form 6 Table 1.  Support your results 
with photographs that include a protractor/rod/tape/person for scale. 

Bank Angle 
(degrees)  

(from Field) 

Bank Height 
(m) 

(from Field) 

Corresponding Bank Height for 
10% Risk of Mass Wasting (m) 

(from Form 6 Figure 1 below) 

Bank Failure Risk 
(<10% Risk) 
(>10% Risk) 

Left Bank 

Right Bank 

Form 6 Figure 1.  Probability Mass Wasting diagram, Bank Angle:Height/% Risk table, and  
Band Height:Angle schematic. 
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